
The Sound That Will Move You

PUMP-12

PUMP-12 FEATURES:
• Horn loaded neck
• Anti-rocking dual suspension system
• Increases speaker impedance
• Adds up to 6dB

Dual Passive Radiator Ported Module

Earthquake Sound is proud to present to you the PUMP-12 passive radiator module. Essentially 
two horn loaded 12-inch passive radiators, the PUMP-12 has many different applications and 
uses. When using a sealed enclosure, there is one peak of resonant frequency at which the 
amplifier draws the least current. 

The PUMP-12 works great with the following subwoofer combinations:
• One 10-inch subwoofer + one PUMP-12
• One 12-inch subwoofer + one PUMP-12
• One 15-inch subwoofer + one PUMP-12
• Two 10-inch subwoofers + one PUMP-12
• Two 12-inch subwoofers + one PUMP-12  



Cinénova G7BR Information
Bridgeable 7 Channel Amplifier

DIMENSIONS

SPECIFICA

INTENDED USES:

TIONS

High-end 5.1/7.1 Home theater

Custom Integrators, Contractors &
Retailers

Recording Studios and Clubs

The Sound That Will Move You

7 Channels Number of Channels

Amplifier Power

Face plate (W x H)

Chassis  (W x D x H)

W

WC

HF

HC

DC

19” x  6 3/4” (483 x 173 mm)

9 3/8” x 171/4” x19 1/2” (238 x 438 x 495mm)

360  Watts@ 8-Ohm, all channels driven
610 Watts@ 4-Ohm, all channels driven
810 watts@ 2-Ohm all channels driven

Earthquake Sound Corporation
2727 McCone Avenue, Hayward, CA

www

Cutout Dimensions  5-1/2” x 12-3/4” 
Piston Area    226 sq.in. 

PUMP-12 Information
Dual Passive Radiator Ported Module

DIMENSIONS:

SPECIFICATIONS:

INTENDED USE:
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• Add up to +6dB of bass without 
  any need of additional input power
• Install in a sealed enclosure


